
   
 
 

Urban Pavements Pty Ltd ACN 136 418 184   Trading as:  AAA Asphalt Surfaces   

AAA Asphalt Surfaces 
ABN 74 746 867 802 

 

56 Cocos Drive, Bibra Lake, WA 6163 
PO Box 1040, Bibra Lake DC, WA 6965 

Telephone: (08) 9410 0004 
Email: info@aaa-asphalt.com.au 

COLDMIX INSTALLATION INSTRUCTIONS 
 
 
Coldmix asphalt is an effective method of making pavement repairs quickly because it can 
be used directly from the bag without heating. 
 
Coldmix asphalt can be used for repairs to driveways, trenches, potholes, carparks and 
footpaths. 
 

1. Clean loose dirt and debris out of the hole or trench with a shovel or trowel. 
 

2. Broom the base surface of dust. 
 

3. If the surface is very dry it should be lightly dampened otherwise bonding of the 
coldmix asphalt to the surface will be difficult. 
 

4. Compact the base if it is loose or soft. 
 

5. Apply a bitumen emulsion to the base surface and the edges of the existing hole or 
trench.  This will act as a glue between the surface and the coldmix material.  This 
can be done using a watering can and applying at a rate of between 0.3-0.5 litres per 
square metre.   
 

6. Break open the coldmix from the bag and spread it evenly in the hole or trench with 
a shovel or rake.  (Leaving it in the sun for 20 minutes will make it easier to use) 
 

7. Allow 25% extra thickness for compaction. 
ie. For 25mm thickness, allow 32mm uncompacted thickness 
For 50mm thickness, allow 62mm uncompacted thickness 

 
8. Compact the coldmix using a hand tamper.  For larger areas use a vibrating plate or 

small steel drum roller.  Ensure the plate or steel drum is wet to avoid any sticking. 
 
9. Once compacted the surface can be walked on immediately but should be treated 

carefully for 24-48 hours until curing is complete.  The pavement will become 
progressively harder. 
 

10. If the surface is to be trafficked immediately, it will help to lightly spread some clean, 
dry sand over the area to prevent scuffing.  



   
 
 

Urban Pavements Pty Ltd ACN 136 418 184   Trading as:  AAA Asphalt Surfaces   

AAA Asphalt Surfaces 
ABN 74 746 867 802 

 

56 Cocos Drive, Bibra Lake, WA 6163 
PO Box 1040, Bibra Lake DC, WA 6965 

Telephone: (08) 9410 0004 
Email: info@aaa-asphalt.com.au 

 

Typical coverages 
 
20kg bag will cover 0.35m2 @ 25mm thickness 
  Will cover 0.17m2 @ 50mm thickness 
 
1,000kg (1 tonne) bulky bag 
 
  Will cover 17m2 @ 25mm thickness 
  Will cover 8.5m2 @ 50mm thickness 
 

 

 

 

 

 

 

 


