
.fdfd CONTINUOUS 
COLDMIX PL ANT. 

ENERGY EFF ICIENT. 
LOWER EMISSIONS.

Leading the way into Australia, and to better 
service the needs of regional clients, 
AAA Asphalt Surfaces has introduced a 
Continuous Coldmix plant into its operation. 

A FIRST IN AUSTRALIA, the plant produces coldmix asphalt without the 
need for heating the asphalt ingredients (except for the binder). Compared 
to traditional hotmix asphalt plants, the coldmix plant uses less energy, with 
the added environmental and safety benefits of lower emissions. All without 
sacrificing product quality and durability.

Perfect for projects requiring an environmental edge, the plant can produce 
up to 20 tonnes of coldmix asphalt per hour. Coldmix asphalt can also be 
bagged in packages ranging from 20 kilograms to 1 tonne, providing the 
convenience of easy transport to remote sites. Bags can also be stored on 
site as a back up coldmix asphalt supply.

Coldmix asphalt can be used as an alternative to hotmix asphalt 
in such applications as roads and infrastructure, airport runways, 
hardstands and dams. The coldmix plant can also utilise recycled 
asphalt.

COLDMIX ASPHALT 1 TONNE

COLDMIX ASPHALT 20KG

EMULSION POD 1000 LITRES

Port Hedland Office
Mobile: 0417 488 409  Office: (08) 9172 4396

Port Hedland International Airport 
Operations Building

Port Hedland WA 6721

Bibra Lake Office
Mobile: 0417 488 409  Office: (08) 9410 0004

56 Cocos Drive, Bibra Lake, WA 6163  
Email: info@aaa-asphalt.com.au

Website: www.aaa-asphalt.com.au

We’re always here 
for you.
Our team is readily available to 
assist you with your next project. 
We’re only a phone call away.
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